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HydroTap UltraCare System

For health and aged care facilities, the system is proven to deliver a 99.9% reduction in Legionella*

Zip HydroTap UltraCare uses a combination of localised treatments and barriers that are proven as the most effective
method of reducing waterborne organisms and pathogens including Legionella. These barriers have been outlined

in the enHealth (2015) quidelines for Legionella control in operation and maintenance of water distribution systems in
health and aged care facilities.

Zip HydroTap UltraCare has been independently tested and achieved levels well below HPC <500 CFU; Legionella <10

The barriers provided in the UltraCare system are:

MicroPurity™ 0.2-micron carbon-free filtration
Antimicrobial enhanced surfaces

MicroPurity™ UV-C LED disinfection Zip MicroPurity™ 0.2 micron
carbon-free filtration to

Lifecycle maintenance plan reduce sediment & cysts greater
Zip HydroCare Gold+ than 0.2 micron.
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Antimicrobial protection

Inside key water contact surfaces
to protect against bacteria, black
mould growth, biofilm and fungi.

Zip HydroCare Gold+

A dedicated maintenance
plan for health and aged
care facilities.

Lifecycle Zip MicroPurity™ Uv-C
maintenance plan LED disinfection for
pathogen reduction.

Zip HydroTap UltraCare is available in 3 tap designs

HydroTap Touch-Free Wave

HydroTap Classic Plus HydroTap Classic with accessible,
brightly coloured braille lever handles

*ALS Pty Ltd Testing of the Zip HydroTap UltraCare system efficacy tests
" ALS Pty Ltd Field trial testing on 5 sites in Queensland health sector of the Zip HydroTap UltraCare System
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Dedicated maintenance plan for health and aged care
facilities with Zip HydroCare

Zip HydroCare Gold+ is a specialised maintenance plan for health and aged care facilities
to ensure your Zip Water system is performing at its best.

Receive the following benefits with HydroCare Gold+:

« In-field sanitisation and chemical cleaning

» Detailed assessment by qualified experts to ensure all product installation
requirements are met including ventilation

e The option to select carbon-free sub-micron filters which do not remove
chlorine from water

o We offer asset listing and lifecycle forecasting for your system

With priority service, unit inspections, cleaning and annual or quarterly billing
in advance HydroCare saves time and money.

MicroPurity™ carbon-free 0.2 micron filter to
reduce sediment & cysts greater than 0.2 micron

Zip HydroTap UltraCare uses the latest carbon-free filtration technology to filter and reduce impurities and potentially
harmful contaminants larger than 0.2 microns in size — an impurity that will fit 250 times into a strand of hair.

Our carbon-free 0.2 micron filter will not remove chlorine from water. Chlorine is used as a disinfection agent for
potable water supplies and our carbon-free filters allow the chlorine to pass through the filter to keep it active in the
water supply.

The MicroPurity filter supports UV-C efficiencies by

® Removing particulates which enhances the UV-C kill rate, and

® Removing a percentage of the pathogens prior to reaching the MicroPurity UV-C LED module.

Zip MicroPurity filtration certification

w Zip filters are certified to reduce sediment and limescale in line with NSF 42 (aesthetic effects) and WaterMark requirements.
WaterMark

@ Zip filters are also certified to deliver a reduction of 9999% of cysts including cryptosporidium and giardia, to NSF 53 (health effects).

. Certified
Part Micron . s Tests
Product Name . Claims conditions Standards ) /
No. Rating : : : Validation
Filtration capacity
o ) 0.2 micron Reduces: Flow rate 5.678 |/min.  AS/NZS 3497 NSF 42, 53
Zip MicroPurity filter for Carbon-free
commercial use, size 1.5 - Sediment>0.2 WM-035001
93706 Carbon-free micron i
Including
- Cryptosporidium
and Ciardia AS/NZS 4348
Zip MicroPurity filter for - Limescale

94062 Commercial use, size 2

Carbon-free

* Available on HydroTap G4 & C5 systems. Carbon-free 0.2 micron filter is not compatible on HydroTap models prior to G4 systems



Creators of Zip HydroTap

Powered by G5 technology

Enjoy pure-tasting boiling, chilled and sparkling water instantly with
Zip HydroTap, powered by our most advanced G5 technology.

Customise the HydroTap G5 system by selecting energy modes
and usage settings with the optimised new menu.

Zip HydroTap G5 has antimicrobial protection impregnated within
key water surfaces for enhanced hygiene.

The G5 command centre is WaterMark approved, which means it
is fit for purpose and appropriately authorised for use in plumbing
and drainage installations.
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HydroTap with accessible levers

Zip offers a simple and stylish option for users with limited mobility or impaired vision.

When specifying a Zip HydroTap for users with limited mobility or impaired vision,
Zip HydroTap Classic Tap with accessible levers will cater to their needs. The oversized
levers incorporate braille into the colour coded red and blue options to indicate
boiling or chilled drinking water.
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HydroTap Classic with accessible levers installed with optional font (sold separately)

Added safety features with Zip HydroTap

A unique two finger touch boiling water safety feature can be activated on the
Zip HydroTap Classic. This feature requires one finger to cover the forward facing
safety button while depressing the boiling lever with another.

Hot Isolation is another level of protection offered within the command centre of
the HydroTap to reduce the accidental dispensing of boiling water.

Boiling
Designed with hospitals, aged care and childcare facilities in mind, Hot Isolation Filtered water. Press"safety” and red
lever (when safety is enabled) )

mode will override the settings to ensure boiling water is not dispensed. -




Create a safer
workplace with
Zip HydroTap
Touch-Free Wave

Introducing Zip HydroTap Touch-Free Wave, with smart infrared sensors that activate
boiling, chilled and sparkling water.

With an increased consideration around hygiene in the workplace, Zip HydroTap Touch-Free Wave provides a 100%
touch-free solution to instantly dispense pure tasting drinking water with a simple wave of a hand.

Zip HydroTap Touch-Free Wave is proudly Australian designed and manufactured.

Contactless delivery of filtered drinking water with Zip HydroTap Touch-Free Wave
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Wave right for chilled Wave above for sparkling Twin sensor activation for boiling

How it works Safety features

Infrared smart sensors detect hand movements within - Twin sensor activation for safe delivery of boiling water
1.5 - 5cm in range of the tap

Once the hand moves away, the water flow will stop

All drinking water types will have a maximum run time of =
15 seconds which is adjustable from the command centre ]
Dispensing will deactivate when the tap is touched or
grabbed, allowing for safe cleaning

Infrared Touch-free 1.5-5cm Deactivates
Sensor activation sensor range when touched




On-Wall Boiling Units

As inventors of the instant boiling water category, we understand the challenges of
designing a safe, reliable boiling water solution that is as energy efficient as it is convenient.

The quality and durability of our On-Wall instant boiling water range that is energy efficient
over time, will ensure great performance in the long run.

Patented Zip PowerPulse™ technology is the most efficient way of heating maintaining set
boiling water temperature, delivering precise amount of energy to the heater element to
ensure it does not over or under shoot the target boiling water temperature.

Once the set boiling temperature is reached (adjustable from 68-100 degrees), it then manages energy using small
pulses to ensure the target temperature is precisely maintained with variation of just 0.2 degrees celsius.

Help Offset Dispenses Boiling Water Advanced Filtration
Rising Energy Costs Reliably, Quickly, Systems Included
Enhanced energy And Safely Improve water

efficiency features. Safely boost productivity. quality and taste.

Safer water starts with materials Lock feature

Our range is manufactured in Australia, so you can be Zip Hydroboil incorporates a lock feature to reduce the
confident they pass the most stringent water risk of accidentally dispensing boiling water. A lock Z-Tap
safety tests. is available as an accessory for AutoBoil and Econoboil
We focus on the highest quality component materials ranges.

and use NSF approved PPS; a high temperature Safer water by design

thermoplastic polymer for our tank construction. Zip Hydroboil features a flush mounted cool-to-touch

tap design with an integrated lock to prevent accidentally
dispensing boiling water. The Z-Guard is available as an
accessory for AutoBoil and EconoBoil ranges.

Energy saving modes
Zip AutoBoil and Hydroboil have energy saving modes
built in to make it easier to manage energy consumption

Touch-Free Adaptor

The simple to install accessory enables users to
dispense boiling water by pushing back on the handle
with a cup. It easily fits over the existing hand-operated
handle, where there may be concerns around hygiene
and is suitable for EconoBoil and AutoBoil ranges.




Washroom solutions

Zip Water offers an extensive range of washroom solutions, delivering superior hygiene in any location

Touch-free infrared taps

Zip AquaSense™ Touch-free infrared taps are designed to deliver water at 3.5 litres per minute and are rated with a
six-star WELS water rating. The AquaSense taps come with the option of a cascade or aggressive spray pattern aerator.
Designed for public use, our sensor taps are also vandal resistant.

Deck Mounted Vertical i Deck Mounted Diagonal Wall Mounted Short
Models 42220 Models 42208 and 4221 . Models 42223 and 42222
Polished chrome brass " Brushed stainless steel - Brushed stainless steel

Touch-free toilet flushing systems

Zip Automatic Touch-free Urinal Flushing System - for single-stall
or single-trough urinals

Today’s most effective single-stall flushing system for single-stall or
single-trough urinals. It features a compact 80mm ceiling-recessed
infrared sensor. Narrow beam limits detection area to under 300mm wide.

£

Zip Automatic Touch-free Urinal Flushing System- for urinal
installations of every kind

Australia’s most widely used urinal flushing systems- surface mounted
or ceiling recessed with an infrared sensor. The solenoid latching valve
is supplied with connections. With variable flush cycle to allow for site
requirements, it also caters for long slab troughs and wall-hung urinals.

Zip Water product solutions for health & aged care facilities

Founded in Australia in 1947, we are known around the world for our innovation and expertise in filtered boiling and chilled water
system, leading the way for health & aged care facilities.

Experienced consultants Certified installation National service network

Select our products with confidence, Access our expert service technicianswho — Our nation-wide network comprises

as we lead the way in innovative solutions  are certified to handle all aspects of every  of over 100 factory trained Zip service

across drinking water systems, water Zip Water product, including installation technicians in major cities, and more

filtration & touch-free technology. and routine maintenance. We also offer than 200 accredited service technicians
free training seminars for specialists. covering smaller cities and regional areas.



1800 947 827/
www.zipwater.com
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Copyright 2023, Zip reserves the right to change product specifications without notice. The term “Zip” is a trademark of Zip Heaters (Aust). As Zip’s policy is one of continuous 21542
product improvement, changes to specifications may be made without prior notice. Products may not be exactly as depicted v2 - April 2023



